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Machining

TH-64202

É¶ÈÊÁÉÁ
SCALE +)05,

¼ĀíāñþûüûõôĀèăċÉìøõÿôăċËìøøûą
Motion Stabilizer for Sash

ÇċĀûüûāçĀôÿôċÿĀíāñþûüûõôĀèċòìøøûąċóéúñĀíõ
ùñĀíċĀôúċñõÿíóĂóèċĀĂúċòìøøĂúċÿĀûąăċûðôóûìă)
ÓûüûāñĀñéĀíõċüÏúĀíċÿñċ÷Ïāñċ÷íĀíÿ÷ñąèċÿĀû
ñùüþêăċùçþûăċĀûąċòìøøûą)
The placement of motion stabilizer is being done
after the placement of sashes into the rails. It' s
always placed in every configuration on the front
part of sash.

!

DIN ISO 7050
4,2 x 16mm

¼ĀôúċüñþéüĀĂÿôċüûąċçĄûąùñċ÷ûąùüýÿñõċĀûċüôĄÏ÷õ
OQ(1/0+2ċÿĀûċòìøøûċüþõúċĀôúċĀûüûāçĀôÿèċĀûąċÿĀûú
ûðôóê'ċĀêĀñċçĄûąùñċ÷êïñõċĀûċüôĄÏ÷õċ÷íĀíċ/)0hh
÷ûúĀìĀñþûċýÿĀñċúíċùüûþçÿñõċúíċĀûüûāñĀôāñéċôċüøíÿĀõ÷è
ĀÏüíċKB(1/-24)
¼ĀôúċüñþéüĀĂÿôċüûąċāçøûąùñċĀûċ÷íüÏ÷õċúíċçþĄñĀíõ
üþêÿĂüûċùñċĀûċòìøøû'ċĀêĀñċĀûüûāñĀûìùñċĀíċüôĄÏ÷õí
OQ(1/0+2ċùñĀíċĀôúċĀûüûāçĀôÿôċĀôăċĀÏüíăċKB(1/-24ċ÷íõ
íòûìċĀûċòìøøûċçĄñõċùüñõċÿĀûúċûðôóê)

In case the cap TV-64507 is being clipped on the sash
before it's placement on the rail, then the cap has to be
cut by 4.5mm shorter in order the plastic cover PG-64279
to be placed.
In case the cap is on the same height as the sash, then the
caps TV-64507 are being placed after the placement of
the cover PG-64279 and after the sash is being placed on
the rail.
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